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MEMORANDUM 
 
TO:  Shawn Shamlou, Dudek  
 
FROM: Aditya Jatar, VRPA Technologies 
 
DATE: August 22, 2007 
 
RE: Traffic Analysis of Alternative Sites for Las Colinas Detention 

Facility. 
 
 
Two alternative sites are being considered for the relocation of existing Las 
Colinas Detention Facility. 
 
The first site is located about 1800 feet northeast of the Santo Road interchange 
with the SR – 52 freeway. LOS conditions on the segments of SR – 52 to the 
east and west of the Santo Road Interchange were studied for the year 2030. 
Future basic traffic volume forecasts for the year 2030 for various freeways and 
roadways are provided by SANDAG. The network planned for future 2030 is 
provided by SANDAG in the 2030 Regional Transportation Plan. SR – 52 is 
shown to have six lanes with two additional managed lanes that function as 
reversible lanes during peak hour in the 2030 Regional Transportation Plan. For 
the purposes of determining the LOS conditions in the year 2030 the total 
number of lanes was assumed as ten lanes. The average daily traffic forecasts 
for the two segments for the year 2030 are as follows: 
 
2030 ADT on the segment of SR – 52 west of Santo Road   164,000 
2030 ADT on the segment of SR – 52 east of Santo Road  142,000 
 
LOS on the segment of SR – 52 west of Santo Road   D 
LOS on the segment of SR – 52 east of Santo Road  C 
 
The second site is located near the existing East Mesa prison facility in Otay 
Mesa. LOS conditions on the segments of SR – 11 to the east and west of the 
future planned Enrico Ferni Drive interchange were studied for the year 2030. 
Future basic traffic volumes forecasts for the year 2030 for various freeways and 
roadways are provided by SANDAG. SR – 11 is a part of the future 2030 planned 
roadway network provided by SANDAG in the 2030 Regional Transportation 
Plan. SR – 11 is shown to have six lanes in the 2030 Regional Transportation 
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Plan. The average daily traffic forecasts for the two segments for the year 2030 
are as follows: 
 
2030 ADT on the segment of SR – 11 west of Enrico Ferni Drive 87,000 
2030 ADT on the segment of SR – 11 east of Enrico Ferni Drive 57,000 
 
LOS on the segment of SR – 11 west of Enrico Ferni Drive C 
LOS on the segment of SR – 11 east of Enrico Ferni Drive B 
 
If you have any questions, please feel free to contact me. I can be reached at 
(858) 566-1766. 




